DISEGNI DI INGOMBRO OVERALL DIMENSIONS

LEX 25 -50
" Aspirazione
S 1" Gas Suction
" Mandata
D 1" Gas Discharge
Ub 1/4" Gas Atta(?co ;.Jer.llqwdo di 'esercmo
Service liquid connection
Ue 1/4" Gas Drenaggp pompa
Pump drain
kW |Hz| 1EC [SM/min| LS W | A|AB| B |BB|K|HA| H |HS| N | z | h1|h2 | P20 TOTALE-KG
rpm TOTAL WEIGHT - KG
LEX 25 (;:715 28 28 2288 343 620 141 200| 70| 80]9,5|104 22
1’5 =01 905 1 2800 140(175|170]|228(14( 10 |120
LEX 50 2.5 T60] 90L | 3500 356,5 670 154,5 203| 75| 83| 6 |111 28
LEX 90 - 450
Um 3/8" Gas Attacco per vuotometrol
Vacuum gauge connection
FLANGE SECONDO UNI 2223-2229 PN 10 Ue 3/8" Gas Drenaggiq pompa
FLANGES ACCORDING TO UNI 2223-2229 PN 10 Pump drain
s Aspirazione 1/2" Gas Troppo pieno LEX250-320-450
Suction flange Up - @
——+ DN65 |——————LEX250-320-450
b Mandata 38" Gas |OVerOW LEX90-125-150
Discharge flange
S ASpi.raZi?ne 12" Gas Attacco per liquido di esercizio LEX250-320-450
| DN4o [SuotoRTange gy gg.125-150 Ub Sonice Iculd sonredtion | —————
D andata 3/8" Gas |>°TVICe AU : LEX90-125-150
Discharge flange
kW [Hz| 1EC [SI/min LS W | A|AB| B |BB|K|HA| H |HS| M [ N | z | h1|ho | ZE50TOTEKS
rpm TOTAL WEIGHT - KG
2,2150( 100 | 1450 805
LEX 90 4 |160(112M| 1750 425 843 175 80
3 |50( 100 | 1450 824
LEX 125 7 60liaMl 1750 444 8q7 194 |210(250(210|280|14 160(335|330(180(175| 60 |279 82
4 |50({112M| 1450 453 856
LEX 150 5,5160]132S| 1750 473 918 203 15 83
5,5150(132S| 1450 1048
LEX 250 7,5160(132M| 1750 586 1086 226 119
7,5150(132M| 1450 618 1118
LEX 32 . 2 2 1 195(41 200|215 7 4 12
320 111601 160MI 1750 546 514 58 [250(300]/395(395(18 95]410(385|200|215( 76 | 346 8
11 |50(160M| 1450 1259
LEX 450 15|60(160L| 1750 691 1303 303 135




Altre costruzioni disponibili:

Other available constructions:

Pompe a trascinamento magnetico

La caratteristica di questa costruzione
€ l'azionamento tramite giunto magne-
tico che rende la pompa virtualmente
esente da perdite.

Tale soluzione & consigliata ogni qual-
volta si & in presenza di gas o liquidi di
servizio a rischio di esplosivita o di tos-
sicita.

Contattateci per maggiori dettagli.

Pompe rivestite internamente

La peculiarita di questa versione consi-
ste nell'avere tutte le parti umide rive-
stite in materiale termoplastico fluora-
to.

Sono disponibili diversi tipi di rivesti-
mento (ECTFE, ETFE, PFA) selezio-
nabili a seconda dell'aggressivita chi-
mica dei fluidi coinvolti.

La scelta progettuale a favore di sole
connessioni flangiate (anche per il
liquido di servizio) e la tenuta meccani-
ca esterna sono improntate a garantire
la massima resistenza ed affidabilita.

Pompe utilizzate come compressore

La serie LEX consente anche I'utilizzo
della stessa pompa come compresso-
re potendo contare di raggiungere una
pressione di mandata pari a 1,3 bar
relativi max.

La potenza installata pud variare
rispetto all'utilizzo come pompa del
vuoto a seconda della contropressione

richiesta.

Magnetic driven pumps

The feature of this construction is that
they are driven by a magnetic coupling
that prevents virtually any leakage
from the pump.

Such a solution is recommended any
time the handled gas or fluid is explosi-
ve or toxic.

Do not hesitate to contact us for further
details.

Internally coated pumps

The characteristic of this version is that
all wetted parts are coated with a fluo-
rine thermoplastic material.

Various coatings are available
(ECTFE, ETFE, PFA) and can be
selected on the basis of the chemical
aggressiveness of the conveyed fluids.
The design criteria of having flanged
connections (also for the service liquid)
and the external mechanical seal are
meant to guarantee the highest lifetime
and reliability.

Pumps used as a compressor

LEX pumps can also be used as a
compressor thanks to their possibility
to reach a maximum discharge pressu-
re of 1.3 bar.

The installed power could be different
from the one used for vacuum pumps
depending on the required back
pressure.
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